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ABSTRACT 
The need to check and ensure that GSM Network Providers comply with Quality of Service (QoS) standard 

in their networks in relation to the provisions of the regulatory authority motivated this research. Radio 

frequency optimization is a periodic activity that is carried out to maintain QoS in a competitive market 

environment. In this paper, Transverse Electromagnetic Wave Simulator (TEMS) was used in collecting data 

(Drive Tests) related to – call setup success rate (CSSR), call drop rate (CDR), paging success rate (PSR), 

grade of service (GoS), handover success rate (HOSR) etc; from 30 Base transceiver stations (BTS or BS) 

within Awka Urban, Anambra Sate in Nigeria during a specified period of fifteen working days. The Path 

Loss and Path Loss Exponent of the Test-Bed was verified to ascertain if it is in agreement with the 

environment of interest and the Operation and Maintenance Centre Resources (OMCR) statistics and drive 

test data gathered were analyzed using different graphs. The results of the investigation of performance of 

Quality of Service offered by the network provider, Mobile Telecommunications Nigeria (MTN) in Awka 

Urban, Anambra State in Nigeria showed high performance as the network was deployed in the appropriate 

environment – Shadowed (Variegated) Urban Environment with Path Loss Exponent of 3.12.  
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1.0 INTRODUCTION                                                       

The rapid growth and expansion of Communications facilities globally has changed the way and means of 

social/business interactions. The Internet in recent years has significantly changed the characteristics of 

Communication traffic and the only way to remain relevant in the field of Communications is to churn out 

designs that are adaptive and an improvement on previous Generations as we gradually inch to the Fifth 

Generation (5G) Network that is not yet deployed in Nigeria. The Nigerian Communications Commission 

(NCC) set up some key Performance Indications (KPI) that the GSM network providers need to adhere to in 

order to deliver efficient services in the country (NCC, 2021). Managing the performance of communication 

networks involves optimizing the way networks function in an effort to maximize capacity, minimize latency 

and offer high reliability regardless of bandwidth availability and occurrence of failures. Network performance 

management consists of tasks like measuring, modeling, planning and optimizing computer networks to ensure 

that they carry traffic with the speed, capacity and reliability that is expected by the applications using the 

network or required in a particular scenario (Wang etal, 2007). The term QoS, in the field of networking, 

refers to control procedures that can provide a guaranteed level of performance to data flows in accordance to 

requests from an application/user using the network. A network that provides and supports QoS usually agrees 

on a traffic contract with an application and reserves a finite capacity in the network nodes, based on the 

contract, during the session establishment phase. While the session is in progress, the communication network 

strives to adhere to the contract by monitoring and ensuring that the QoS guarantees are met. There are several 

factors that might affect QoS guarantees such that the QoS guarantees cannot be provided. Therefore, 

modeling of traffic becomes a crucial and necessary step. Analysis of the traffic provides information like the 

average load, the bandwidth requirements for different applications, and numerous other details. Traffic 

models enable network designers to make assumptions about the networks being designed based on past 

experience and also enable prediction of performance for future requirement. Wireless channels change due 

to changes in environment and multipath fading. These random changes may lead to variations in strength of 

received signals, which may also affect the QoS. Hence, source characteristics, reliable transmission rate 

which is a time varying parameter requires a time varying server in the queuing system. Therefore, effective 
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capacity is link layer model that can ensure QoS in time varying wireless channel. Effective capacity of 

wireless channels mainly focuses on constant arrival rates in the analysis of throughput. 

  

2.0   MOBILITY MANAGEMENT IN GSM 
Mobility management in Mobile Networks as in GSM provides packet delivery without delay to their 

destinations (Mikko and Maarit, 2014). Routing protocol is the basic requirement of this scheme. Mobility 

management here includes two schemes, i.e. location management and handoff management. Location 

management enables the networks to track the locations of mobile nodes (MNs). Location management has 

two major sub-tasks: (i) location registration, and (ii) call delivery or paging. In location registration 

procedure, the MN periodically sends specific signals to inform the network of its current location so that the 

location database is kept updated. The call delivery procedure is invoked after the completion of the location 

registration. Based on the information that has been registered in the network during the location registration, 

the call delivery procedure queries the network about the exact location of the mobile device so that a call may 

be delivered successfully. The design of a location management scheme must address the following issues:  

(i) minimization of signaling overhead and latency in the service delivery,  

(ii) meeting the guaranteed quality of service (QoS) of applications, and  

 (iii)    in a fully overlapping area where several wireless networks co-exist, an efficient and robust    algorithm 

must be designed so as to select the network through which a mobile device should perform registration, 

deciding on where and how frequently the location information should be stored, and how to determine the 

exact location of a mobile device within a specific time frame. 

In ad-hoc networks, searching of efficient path in ad-hoc routing is still a challenging research issue due to 

node mobility. Node mobility has impact on the position of nodes and on neighborhood information which is 

necessary for communication. Also, it can be easily addressed through multi-hop routing discovery. Megha 

etal (2013) has analyzed and evaluated impact of node mobility for the performance of ad-hoc wireless 

networks. Further, it has combined this approach with real life situations like speed calculation of pedestrian. 

Theus (2015) Concluded that there are two possibilities to model the mobility of the nodes in a simulation. 

The first is that node trajectories are measured in a real network, for instance, node positions can be measured 

with a GPS device, and then used as input for driving the simulations. This method is desirable because node 

movement is modeled realistically. The second possibility is to use mobility model, which maintains set of 

rules on how nodes behave. Mobility model reflects behaviour of nodes only to a certain degree, so, these 

approaches are not sufficient enough to solve these problems and there is need to model the mobility of nodes 

in simulation by taking care of the above discussed problems. 

 

2.1 Mobility Management in Mobile Network 

Mobility management enables telecommunications networks to: Locate roaming mobile terminals (MTs) or 

mobile stations (MS) for call delivery and maintain connections with those that change their point of 

attachment. The wireless network consists of many small service regions called cells. Each cell is served by a 

Base Transceiver Station (BTS or BS) that assigns radio frequencies, or channels, to each MS within the cell. 

Location management tracks and locates the MS for the delivery of incoming calls, while handoff (or 

handover) management allows a call in progress to continue as the MS changes channels or moves between 

cells. In location management, the MS periodically performs location registration (that is, location update), to 

explicitly notify the network of its new Access Point (AP) and store changes to its user location profile. Then, 

when incoming calls arrive, the network performs call delivery by querying the user profile to deliver the calls 

to the current cell location of the MS (Mohanty and Akyildiz, 2012).  Location management protocols deal 

with querying the stored information in location databases and sending paging signals to locate the user within 

the network. As a result, many of the issues are not protocol- dependent and can be applied to any of the 

mobile networks. The 4G mobility management includes additional mobility related features, absent in 

previous generation networks, such as; Moving Networks, Seamless Roaming and Vertical Handover. 
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2.2 Overview of Handoff 

Handoff (HO) refers to the mechanism by which an ongoing session is transferred from one Base-Station (BS) 

to another for Hierarchical Mobile IPVersion6 (HMIPV6) architecture (Moanty and AKyildiz, 2012). It could 

also be defined as the process of transferring an ongoing call or data session from one channel connected to 

the core network to another (Jiang, 2008). In mobile networking, with cellular deployment crossing multiple 

cells, on the move is inevitable, as depicted in figure 1 (Nwalozie etal, 2013), hence the serving BS changes 

with mobility. A serving BS might change depending on the load conditions as well as, in which Mobile 

Station (MS) is involuntarily shifted to another BS in order to balance the network load. Therefore, a handoff 

decision mechanism is an indispensable function of a cellular network. The decision for handoff could be 

based on several parameters: Signal strength, signal-to-interference ratio, distance to the BS, velocity, load, 

e.t.c. The performance of the handoff mechanism is extremely important in mobile cellular networks in 

maintaining the desired QoS. Handoff decision may be triggered either when the target signal strength is 

higher than the serving signal strength or when the serving signal strength falls below a threshold.  

 

 
Figure 1: Handoff (Nwalozie et al, 2013) 

 

2.3 Path Loss 

Need to ascertain and verify test-bed of network deployment and Path Loss Exponent of the environment 

intended to host the network has to be considered before installing network devices. Efficient Path loss and 

Path loss Exponent prediction is important for proper design of wireless network. Efficiency of present Path 

loss models suffers when they are used in the environment other than that, for which they were, designed 

(Jorgan, 1996). Propagation models that predict the signal strength for an arbitrary transmitter – receiver (T-

R) separate distance are useful in estimating the radio coverage area of a transmitter (Guptel, 2008) and the 

Radio transmission in a mobile common system often takes place over irregular terrain. The terrain profile of 

a particular area needs to be taken into account for estimating the path loss and Path loss Exponent (Waltish, 

1998).  

          

Table 1: Path Loss Exponent for Different Environment (Sharma, 2012) 

 

Environment Path Loss Exponent (n) 

Free Space 2 

Urban Area Cellular Radio 2.7 – 3.5 

Shadowed Urban Cellular Radio 3 – 5 

In building Line-of-Sight 1.6 – 1.8 

Obstructed in building 4 – 6 

Obstructed in factory 2 – 3 
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Path loss Lp is the ratio of the transmitted power to the received power.  

The following is the system design of a 3G GSM Base Transceiver Stations (BTS) for the field test: 

        (i). Transmitter Power 30W   (iii )  Transmit Frequency 800MHz     

 (ii). Antenna gain  20dB  (iv) Average height of BTS antenna 45m     

           

The Mobile Terminal TEMS has the following parameters:  

     (i). Transmit Power 30W  (iv). Transmit Frequency 800.2MHz                                            

     (ii). Sensitivity  104dBm (v). Average height of MT antenna mounted in Car 1.6m                              

     (iii). Antenna gain   0dB  (vi). Average cell radius 5km 

                                       

3.0 METHODOLOGY  

The research work set about generating Drive Tests on MTN network using TEMS (15.0). A model of the 4G 

network was developed. This paper aims at characterizing the network and confirming the network devices 

are correctly deployed in the appropriate environment so as to enhance and improve the Quality of Service 

(QoS) delivery of the Network Provider. The research work set about generating Drive Tests on MTN network 

using TEMS (15.0).  

 
 

Figure 2: TEMS Measurement Tool used for Field gathering of RSSI Data 

 

RSSI means received signal strength indicator which dictates how the transmitted signal decays or deteriorates 

before it is received at a given distance.  
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Figure 3: TEMS Investigation Page 

 

Drive Route and Test Sites are shown in fig. 4. The overall scenario consists of couple of base station sites, 

each of them with three sectors having different azimuths that are placed in order to cover the defined area. 

The distance between the sites is approximately 600 meters which corresponds to typical setup of commercial 

universal mobile telephone system (UMTS) antennas. All sites are synchronized using a defined GPS-clock. 

The cell diameter is approximately 350 meters. 

                                                                 

 
Figure 4: Drive Test Area – Awka Urban Environment, Nigeria 

 

A predefined route was driven where the 4G network is already installed in an MTN network and data was 

collected which includes diverse information of parameters such as Network frequency, RSSI, SNR, Call 

setup, Call Establishment, Call Drops, Uplink and Downlink Physical layer, Throughput, Handover, and 

Packet Latency (Round Trip Delay) and this work concentrated mainly on the KPIs (CSSR),  Paging Success 

Rate, effect of Traffic Load on successful handover), and Path Loss of Awka Environment of Nigeria. 
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3.1 Field Work Experiment-Measurement in Awka Urban Environment, Nigeria 

A drive test was conducted in Awka on MTN Network to ascertain the major properties of the network under 

consideration and to collect a log file (data) which was used for the analysis. Before the drive test, the different 

base stations were monitored using our compass to check the direction of the cells from the BS and to know 

where the connecting radios are facing and the latitude and longitudinal directions.  

Drive testing results were used for determining the receive signal level with distance variable. The period of 

data reading is between 05/07/2020 to 23/07/2020 weekdays only and 30 Base Stations were considered. To 

get started, we launched the TEMS software for TEMS 19.0 and clicked professional. After booting, the TEMS 

investigation page is displayed as shown in figure 3. The measurement instrument for gathering of Data is 

displayed in figure 2 and the Drive Route, and Test Sites is shown in figure 4. The overall scenario consists 

of couple of base station sites, each of them with three sectors having different azimuths that are placed in 

order to cover the defined area. The distance between the sites is approximately 600 meters which corresponds 

to typical setup of commercial UMTS antennas. All sites are synchronized using a defined GPS-clock. The 

cell diameter is approximately 350 meters. 

This paper characterized the 4G network using transverse electromagnetic (TEM) wave devices and analyzed 

the results gathered. 

 

Table 2: Summary of Key Performance Indicators (KPI) 
 

Average 

Calls 

Attempted 

Average 

Completed 

Calls 

Average 

Blocked Calls 

Average 

Answered 

Calls 

Average 

Unanswered 

Calls 

Average 

Handover 

Attempted 

Successful 

Handover 

AWK001 455863 390037 6582 350344 39693 9293 9192 

AWK002 419731 234190 18554 194354 39836 6271 6031 

AWK003 279830 193839 8599 173932 19907 9289 8728 

AWK004 479465 398002 8146 298022 99980 10393 10293 

AWK005 53955 40573 1338 34529 6044 3827 3111 

AWK006 80208 54058 2615 48293 5765 3634 2989 

AWK007 69103 51019 1808 49832 1187 4352 4028 

AWK008 132691 106016 2667 93839 12177 8934 8732 

AWK009 678566 597331 8123 530728 66603 4723 4273 

AWK010 1038491 940585 9790 894032 46553 8373 7832 

AWK011 147067 109101 3796 93032 16069 4582 3829 

AWK012 108595 87809 2078 78392 9417 3839 3028 

AWK013 109534 98231 1276 109634 1011 9278 8713 

AWK014 143641 108543 1163 287103 2076 10821 9887 

AWK015 176678 254876 1462 264071 11754 2801 2413 

AWK016 234987 234869 2374 303109 17010 9476 8501 

AWK017 324678 812423 2729 271912 21872 8709 8127 

AWK018 412890 79543 2479 38901 29043 7234 6729 

AWK019 213456 121845 2712 87293 12003 6903 4417 

AWK020 89453 103542 1730 28345 34860 7923 7731 

AWK021 79354 304786 910 73192 32876 3489 2989 

AWK022 67453 237201 1375 69173 17012 6100 5087 

AWK023 54830 564908 1521 39601 39491 3890 2906 

AWK024 76987 127512 1073 47145 13009 5189 4781 

AWK025 41854 219753 1384 29803 19023 3978 905 

AWK026 6751 98419 1747 26309 18723 2758 2703 
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Figure 5a: Effect of traffic load on Handover for the first set of 15 BTS. 

 

         Figure 5a is graph from table 2. AWK005, AWK006 and AWK012 recorded the lowest successfull 

handover in the first set of 15 BTS under review.                                        

                       

 
     

Figure 5b: Effect of traffic load on Handover for the second set of 15 BTS 

Average Handover
Attempted

Successful Handover

Series1

Series2

AWK027 67513 98419 1747 26309 18723 2758 2703 

AWK028 87311 319683 1853 41876 16234 3219 1954 

AWK029 78613 40725 1638 33809 17609 4156 3840 

AWK30 67500 66540 1600 55037 3678 10750 10750 

Average 210165.03 240180.8 3539.483 172602.8 23600.9 6329.9 5772.7 
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Figure 5b is graph that is also deduced from table 2. AWK030 has the best handover success rate in the 

second set of 15TS. 

 

Table 3: Average Paging Success Rate for 30 BTS for the period of experimentation 

 

S/N Base Transceiver Station 

Paging Success Rate 

(%) before 

optimization 

Paging Success Rate% after 

optimization 

1 

HAWK BSC1_RNC(AWK001) 60.65 98.3 

2 
HAWK BSC1_RNC(AWK002) 61.58 99 

3 
HAWK BSC1_RNC(AWK003) 59.98 98.7 

4 
HAWK BSC1_RNC(AWK004) 60.15 98.1 

5 
HAWK BSC1_RNC(AWK005) 61.22 98.6 

6 
HAWK BSC1_RNC(AWK006) 60.8 98.4 

7 
HAWK BSC1_RNC(AWK007) 60.45 98.2 

8 
HAWK BSC1_RNC(AWK008) 62.27 98.9 

9 
HAWK BSC1_RNC(AWK009) 59.94 99 

10 
HAWK BSC1_RNC(AWK010) 60.49 98 

11 
HAWK BSC1_RNC(AWK011) 62.67 99 

12 
HAWK BSC1_RNC(AWK012) 60.68 98.43 

13 
HAWK BSC1_RNC(AWK013) 60.27 98.76 

14 
HAWK BSC1_RNC(AWK014) 60.39 98.53 

15 
HAWK BSC1_RNC(AWK015) 61.2 98.73 

16 
HAWK BSC2_RNC(AWK016) 61.22 98.41 

17 
HAWK BSC2_RNC(AWK017) 62.1 99 

18 
HAWK BSC2_RNC(AWK018) 62.45 99 

19 
HAWK BSC2_RNC(AWK019) 62.29 99.1 

20 
HAWK BSC2_RNC(AWK020) 62.57 98.8 

21 
HAWK BSC2_RNC(AWK021) 63.45 98 

22 
HAWK BSC2_RNC(AWK022) 62.95 99 

23 
HAWK BSC2_RNC(AWK023) 64.11 98.6 

24 
HAWK BSC2_RNC(AWK024) 63.66 99 

25 
HAWK BSC2_RNC(AWK025) 63.75 99 

26 
HAWK BSC2_RNC(AWK026) 64.48 98.4 

27 
HAWK BSC2_RNC(AWK027) 64.08 98.56 

28 
HAWK BSC2_RNC(AWK028) 63.46 98.4 

29 
HAWK BSC2_ RNC(AWK029) 63.94 98.2 

30 

HAWK BSC2_RNC(AWK030) 64.63 98.7 

 
AVERAGE 62.1% 98.6% 
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                               Figure 6a: Paging Success Rate for the first 15 BTS 

 

AWK009 recorded the lowest paging success rate during the period of experimentation and investigation 

showed that there was a transceiver failure at the BTS for 3 days during the period of experimentation. 

AWK011 recorded the best paging success rate for the first 15 BTS during the period of experimentation. 

 

                                  
                                     

                               Figure 6b: Paging Success Rate for the second set of 15 BTS 

 

AWK016 has the lowest paging success (low income) rate and AWK030 has the highest success rate (generate 

more income) during the period of review. Investigation showed that only one generator set is working at 

AWK016 has the lowest paging success (low income) rate and AWK030 has the highest success rate (generate 

more income) during the period of review. Investigation showed that only one generator set is working at 

AWK016 and that servicing of generator took place twice during that time.  

                                     

Series1

Series2
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Table 4: Average RSSI generated for the Period 

                                                              

Distance (m) Rxav (dBm) 

100 -44 

150 -45 

200 -47 

250 -49 

300 -51 

350 -53 

400 -55 

450 -57 

500 -60 

550 -62 

600 -63 

650 -65 

700 -67 

750 -69 

800 -71 

850 -73 

900 -75 

950 -77 

1000 -79 

1050 -80 

1100 -83 

1150 -84 

1200 -85 

1250 -87 

         

LP (di) = 10 Log [
Pt

Pr
](dB) = 10 Log 

14.77

3.981∗ 10−5 = 55.69dB 

Subsequent values of Path Losses for specified distances, 0.1km ≤ di ≤ 1.25km are evaluated, using the 

same procedure and presented in Table 5. 

 

                         Table 5: Average Measured Path Loss for Awka Urban Area 

 

Distance (km) Median Rxav 

(dBm) 

Measured Path Loss Lp (di)   

(dBm) 

0.10 -44 56 

0.15 -45 57 

0.20 -47 59 

0.25 -49 61 

0.30 -51 63 

0.35 -53 65 

0.40 -55 67 

0,45 -57 69 

0.50 -60 72 

0.55 -62 74 

0.60 -63 75 

0.65 -65 77 
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0.70 -67 79 

0.75 -69 81 

0.80 -71 83 

0.85 -73 85 

0.90 -75 87 

0.95 -77 89 

1.00 -79 91 

1.05 -80 92 

1.10 -83 95 

1.15 -84 96 

1.20 -85 97 

1.25 -87 99 

          

From measurement, at close-in distance, d𝑜 of 100m or 0.1km:  

n = 
∑ [k

i=1 Lp (di)− Lp (do)]

∑ 10k
i=1  Log(

di
do

)
  = 56 dB 

Estimates or Predicted values of Path Loss at specified distances are calculated as follows:  

At di = 0.1km = do 

Equation 2.12: Lp (di) = Lp (do) + 10n Log (
di

do
)     

LP (di) = 56 + 10n Log (
di

do
) = 56 + 10 Log 

0.1

0.1
 = 56 

At  d𝑜 = 0.1km and di = 0.15km 

LP (di) = 56 + 10n Log 
0.15

0.1
 = 56 + 1.8n 

Subsequent evaluations were carried out in the same manner. 

 

                                                   
                 

                           Figure 7: Simulation of Average Measured Path Loss for Awka Urban 
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Table 6: Evaluation of Mean Square Error (MSE) – Generated by Researcher 

 

Distance 

(km) 

Measured 

Path Loss 

[Lp (do)] 

Predicted 

Path Loss 

[Lp (di)] 

Lp(do) – Lp(di) 

(Error Term) 

[Lp(do) – Lp(di)]2 

MSE 

0.10 56 0 0 0 

0.15 57 56+1.8n 1-1.8n 3.6n2-3.6n+1 

0.20 59 56+3.01n 3-3.01n 9.06n2-18.06n+9 

0.25 61 56 + 3.98n 5-3.98n 15.84n2-39.80n+25 

0.30 63 56+4.77n 7-4.77n 22.75n2-66.78n+49 

0.35 65 56+5.44n 9-5.44n 29.59n2-87.92n+81 

0.40 67 56+6.02n 11-6.02n 36.24n2-

131.44n+121 

0.45 69 56+6.53n 13-6.53n 42.64n2-

219.70n+169 

0.50 72 56+6.99n 16-6.99n 48.86n2-

223.68n+256 

0.55 74 56+7.40n 18-7.40n 54.76n2-

266.40n+324 

0.60 75 56+7.78n 19-7.78n 60.52n2-

295.64n+361 

0.60 75 56+7.78n 19-7.78n 60.52n2-

295.64n+361 

0.65 77 56+8.13n 21-8.13n 66.10n2-

341.46n+441 

0.70 79 56+8.45n 23-8.45n 71.40n2-

388.70n+529 

0.75 81 56+8.75n 25-8.75n 76.56n2-

437.50n+625 

0.80 83 56+9.03n 27-9.03n 81.54n2-

487.62n+729 

0.85 85 56+9.29n 29-9.29n 86.30n2-

538.82n+841 

0.90 87 56+9.54n 31-9.54n 91.01n2-

591.48n+961 

0.95 89 56+9.78n 33-9.78n 95.65n2-

645.48n+1089 

1.00 91 56+10.00n 35-10.00n 100.00n2-

700.00n+1225 

1.05 92 56+10.21n 36-10.21n 104.24n2-

735.12n+1296 

1.10 95 56+10.41n 39-10.41n 108.37n2-

811.98n+1521 

1.15 96 56+10.61 40-10.61n 112.57n2-

848.80n+1600 

1.20 97 56+10.79n 41-10.79n 116.42n2-

884.78n+1681 

1.25 99 56+10.97n 43-10.97n 120.34n2-

943.42+1849 
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∑[(1554. 36n2 − 9708.18n + 15783)]2

24

i=1

 

MSE e(n) is 

e(n) =∑ [Lp (di)  −  Lp (do)]2k
i=1              

The value of n, which minimizes the Mean Square Error (MSE) is obtained by equating the derivative to 

zero and solving for n. 
∂e(n)

∂n
 = 0  

                                                                                                      

∑ [Pm −  Pr]2k
i=1  = 1554.36n2 – 9708.18n + 15783 

2[1554.36n] -9708.18 = 0 

Hence 3108.72n – 9708.18 = 0 

Therefore n = 
9708.18

3108.72
 = 3.12 

Then the Path Loss of Awka Urban Environment is: 

Lp (d) = 56 + 31.12 log (D), while the Path Loss Exponent (n) for Awka Urban Environment (Metropolis) is 

3.12. 

 

4.0 CONCLUSION 

The paper focused on KPIs that network providers are to strictly comply with to ensure QoS delivery. The 

Test-Bed Path Loss and Path Loss Exponent were verified and it showed that the network devices were 

deployed in appropriate environment. Call Setup Success Rate (CSSR), Call Drop Rate (CDR), Paging 

Success Rate (PSR), and Handover Success Rate (HOSR) etc; from 30 Base transceiver stations (BTS or BS) 

within Awka Urban during a specified period of fifteen working days were investigated. The Path Loss and 

Path Loss Exponent of the Test-Bed was verified to ascertain if it is in agreement with the environment of 

interest and the Operation and Maintenance Centre Resources (OMCR) statistics and drive test data gathered 

were analyzed using different graphs. The results of the investigation of performance of Quality of Service 

offered by the network provider, Mobile Telecommunications Nigeria (MTN) in Awka Urban showed high 

performance as the network was deployed in the appropriate environment – Shadowed (Variegated) Urban 

Environment with Path Loss Exponent of 3.12.  

Call Setup Success Rate (CSSR) is 96.3% with respect to the NCC minimum standard of 80%. The Paging 

Success Rate is 98.6% as against 80% both models in terms of Call Drop Probability showed a better result 

of 0.1% against standard with 0.3%. this paper therefore achieved its purpose and aim of proffering a 

Predictive Technique for efficient QoS delivery in a 4G Mobile Network.  
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